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Panodaki 2 klima, aynı kontrol ünitesine bağlanır.

Pano içi sıcaklığı izlenir.

Klimalardan biri Asil, bir Yedek olarak çalıştırılır.

İki ayrı SET noktası ayarlanır (SET1 ve SET2).

Pano içindeki sıcaklık,  SET1 noktasını 4  °C
geçerse A kliması devreye girer.

 
A kliması çalışmaya devam ederken, soğutma yetersiz kalır ve iç 

sıcaklık ‘SET2 + 4 °C’ noktasına ulaşırsa B kliması da devreye girer.
Klima  A ve Klima B her ikisi birlikte çalışır.

 
İç ortam sıcaklığı SET2 noktasına düştüğünde

Klima B devreden çıkar.

İç ortam sıcaklığı SET1 noktasına düştüğünde Klima A
devreden çıkar.

Genel çalışma döneminde, Klima A ve Klima B arasında 
ROLLER DEĞİŞTİRİLEREK, cihazların aynı süre çalışması sağlanır.

İçinde bulunan ekipmanların öneminden ötürü, bir kabinete birden fazla
klima takılabilir. EşYaşlandırma Modülü ile; bu klimalar hem
birbirlerinin yedeği hem de birbirlerinin yardımcısı olarak çalışırlar. 
Aralarında; belirlenen sürede rol değişimi yapılarak, eşit ömürlü
kullanım imkanı sağlanır. 

Bir klimanın, kapasite olarak yeterli soğutamadığı durum olursa, iki
klimanın birlikte çalışması sağlanır. Klimalardan biri arıza yaparsa, 
diğerini direkt devreye sokar ve sorunsuz iklimlendirme çözümü sağlar.
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Work-Rotation Flow Chart  

Work-Rotation Control Unit

A/C
-A-

A/C
-B-

The two A/C on the enclosure are connected to the same control unit.

The temperature inside the cabinet is monitored.

One of the A/C is operated as the main one and one as a substitute.

Two different SET points are set (SET1 and SET2)

If the temperature in the cabinet exceeds SET1 by 4 °C, 
air conditioner A is activated.

 
As A/C A continues to work, cooling becomes insufficient, and if the 

internal temperature reaches the point of ‘SET2 + 4 °C’, air conditioner 
B also comes into play. A/C A and A/C B both work together. 

 
Air conditioner B turns off when the indoor temperature

drops to SET2.

Air conditioning A is disabled when the indoor temperature
drops to SET1.

During the general operation period, the ROLES are CHANGED 
between Air Conditioner A and Air Conditioner B, ensuring that the 

devices work for in the same amount of time.

Due to the importance of the equipment included in it, multiple air
conditioners can be installed in one cabinet. With the Working Rotation 
Module, these air conditioners work both as each other’s backups and 
as each other’s assistants. Roles are exchanged between them within 
a specified time, and they are provided with the opportunity to use with 
equal lifed.

If there is a situation where one air conditioner cannot cool sufficiently 
in capacity, the two air conditioners will work together. If one of the air 
conditioners fails, it activates the other one directly and provides a
trouble-free air conditioning solution.
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